DIN 1
ISO 2339

Taper Pins

/BRIN(SEN,

Pernos Solido Rectificado
Goupilles coniques
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d1 h10 15| 2 [ 25| 3 4 5 6 8 10

r~ 1 1.5 2 2.5 3 4 5 6 8 10

C~ 0.15 1 0.23 | 0.3 04 | 045 0.6 | 0.75 | 0.9 1.2 1.5
d| L W di | LW d| LW d| L W di [ LW
1 8 |.058 2.5 |20 |.914 4 | 28 |3.22 6 | 32|8.35 10 | 55/38.8
1 10 |.075 2,522 [1.02 4 | 30 |3.45 6 | 36]9.50 10 | 60425
1 12 |.095 25|24 |1.13 4 | 32 |3.73 6 | 40[10.3 10 | 70/50.4
1 14 |.114 2.5 |26 |1.23 4 | 36 |4.28 6 | 45|11.7 10 | 80|58.5
1 16 |.135 2.5 | 28 [1.35 4 |40 |4.84 6 | 50|13.4 10 | 9067.0
1 18 |.157 2.5 |30 |1.45 4 | 45 |5.56 6 | 55|14.7 10 [10075.7
1.5/10 |.160 2,532 |1.59 4 | 50 |6.31 6 | 60]16.3
1.5|12 |.206 2.5| 36 |1.84 4 |55 712 6 | 70[19.7
1.5|14 |.240 3 14 10.88 4 | 60 |7.94 6 | 80/24.3
15|16 |.295 3 16 [1.02 5 | 20 |3.47 8 | 28|12.3
1.5|18 |.339 3 18 |1.15 5 | 22 [3.82 8 | 30|13.1
15 | 20 |.384 3 20 |1.29 5 |24 |4.18 8 | 32]14.0
1.5 |22 |.429 3 22 |11.43 5 | 26 |4.53 8 | 36|16.0
15|24 |.485 3 24 |1.58 5 | 28 |4.93 8 | 40]17.8
1.5 | 26 |.541 3 26 |1.72 5 |30 |5.28 8 | 45[20.2
2 |10 |.278 3 28 |1.88 5 |32 |5.70 8 | 50|22.7
2 |12 |.341 3 30 |2.02 5 | 36 |6.51 8 | 55|25.3
2 |14 |.404 3 32 |2.20 5 |40 |7.30 8 | 60/27.8
2 |16 |.468 3 36 [2.55 5 |45 /8.35 8 | 70/33.2
2 |18 |.534 3 40 |2.88 5 | 50 |9.45 8 | 80[38.8
2 120 |.605 3 45 |3.35 5 | 55 (10.6 8 | 90/44.5
2 |22 |.676 3 50 |3.83 5 |60 (11.8 8 [100]50.5
2 |24 |.752 4 18 |2.00 5 |70 |14.2 10 | 32|21.9
2 |26 |.823 4 |20 |2.23 6 | 24 |6.02 10 | 36(24.8
2.5]14 |.620 4 22 |2.46 6 | 26 |6.61 10 | 40|27.6
25(16 [.712 4 24 2.72 6 | 28 |7.17 10 | 45|31.2
2,518 |.811 4 26 |12.95 6 |30 |7.76 10 | 5034.9
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(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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