DIN 1471 L ZL (€I

Grooved Pins, Full Length Taper
Pernos conico de seguro
Goupilles cannelées coniques
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2 | 8 |.203 6 |10 [2.41
2 |10 |.253 6 |12 [2.85
2 |12 |.302 6 |16 [3.73
2 | 16 |.401 6 |18 [4.17
2 | 18 |.451 6 | 20 |4.61
2 | 20 |.500 6 |25 |5.72
3 | 8 |.466 6 | 30 |6.83
3 |10 |.577 6 | 35(7.94
3 | 12 |.688 6 | 40 [9.08
3 |16 |.910 8 |10 [4.37
3 | 18 |[1.01 8 |12 |5.16
3 |20 (1.18 8 | 16 |6.74
4 | 8 |.840 8 | 18 |7.52
4 110 [1.04 8 | 20 |8.31
4 112 1.23 8 | 25 (10.2
4 | 16 |1.63 8 |30 [12.2
4 | 18 [1.83 8 | 35 (14.2
4 | 20 [2.08 8 |40 [16.2
5 |10 |1.64 8 | 45 [181
5 [ 12 [1.95 8 | 50 |20.1
5 | 16 [2.57 8 |60 [24.0
5 | 18 [2.88

5 |20 3.19

5 | 25 |4.00

5 |30 |4.72

5 35544

5 |40 |6.27

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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