
Conical Spring Washers
Rondanas conica

Rondelles élastiques bombées

DIN 6796

— 100 — Brikksen Incorporated 1-800-962-1614

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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Bolt Size M2 M2.5 M3 M3.5 M4 M5 M6 M7 M8 M10 M12
d1

d2

h max.

h min.

s

W

2.2

5

0.6

0.5

0.4

0.05

2.7

6

0.72

0.61

0.5

0.09

3.2

7

0.85

0.72

0.6

0.14

3.7

8

1.06

0.92

0.8

0.25

4.3

9

1.3

1.12

1

0.38

5.3

11

1.55

1.35

1.2

0.69

6.4

14

2

1.7

1.5

1.43

7.4

17

2.3

2

1.75

2.53

10.5

23

3.2

2.8

2.5

6.45

8.4

18

2.6

2.24

2

3.13

13.0

29

3.95

3.43

3

12.4

  

 

          

Bolt Size M14 M16 M18 M20 M22 M24 M27 M30
d1

d2

h max.

h min.

s

W

15.0

35

4.65

4.04

3.5

21.6

17.0

39

5.25

4.58

4

30.4

19.0

42

5.8

5.08

4.5

38.9

21.0

45

6.4

5.6

5

48.8

23.0

49

7.05

6.15

5.5

63.5

25.0

56

7.75

6.77

6

92.9

28.0

60

8.35

7.3

6.5

113

31.0

70

9.2

8

7

170

s

d2 d1

h




