LU

DIN 7

1ISO 2338
Dowel Pins (m6 Tolerance) A2
Pernos cilindrico A4
Goupilles cylindriques
B
d1/m6I ]
i e —_———
L

dim6é | 0.8 1 15| 2 [ 25| 3 4 5 6 8 10 | 12
r~ 0.8 1 1.5 2 2.5 3 4 5 6 8 10 12

C max. 012]0.15/023|] 0.3 | 04 |045| 06 |0.75] 09 |12 | 15| 1.8
di| LW di| LW di| L | W di| L | W di | L | W
0.8 3 ].012 2 10 [.253 3 20 [1.13 5 |36 [5.65 8 | 32]13.0
08| 4 |.016 2 12 [.302 3 |24 [1.35 5 140 [6.27 8 | 36|14.6
0.8| 5 |.020 2 14 |.351 4 5 10.44 5 |45 [7.03 8 | 40(16.2
0.8| 6 |.024 2 16 [.401 4 6 |10.64 5 |50 [7.80 8 | 50/20.1
0.8 8 |.032 2 18 |.451 4 8 |0.84 6 8 [1.97 8 | 60[24.0
0.8 | 10 |.040 2 |20 |.500 4 10 [1.04 6 |10 |2.41 8 | 70/28.0
0.8 | 12 |.048 2 |24 |.598 4 12 [1.23 6 |12 [2.85 8 | 8032.0
1 3 [.018 25| 4 |.165 4 |14 1.44 6 |14 [3.29 10 | 12/8.24
1 4 |.025 25| 5 |.204 4 |16 [1.63 6 |16 [3.73 10 | 14|9.47
1 5 1.032 25| 6 |.243 4 |18 [1.83 6 |18 [4.17 10 | 16(10.7
1 6 |.038 25| 8 |.320 4 |20 [2.03 6 |20 |4.61 10 | 18(11.9
1 8 |.050 2.5|10 |.397 4 |24 [2.43 6 |24 |5.50 10 | 20(13.2
1 10 |.062 25|12 |.474 4 |28 |2.82 6 |28 6.40 10 | 24|15.6
1 12 |.074 2.5| 14 |.550 4 |32 |3.21 6 |32 (7.30 10 | 28 [18.0
15| 3 [.044 2.5(16 |.627 4 |36 [3.60 6 |36 (8.19 10 | 32/20.6
15| 4 [.058 2.5|18 |.705 4 |40 [4.00 6 |40 [9.08 10 | 36 (23.1
15| 5 [.072 2.5|20 |.782 5 6 |1.02 6 |45 [10.2 10 | 40(25.5
15| 6 [.085 2.5|24 |.937 5 8 |1.33 6 |50 [11.3 10 | 45(28.6
15| 8 [.1183 3 4 |.245 5 |10 [1.64 6 |60 [13.5 10 | 5031.7
1510 [.141 3 5 |.300 5 12 [1.95 8 |10 [4.37 10 | 60/37.9
1512 |.168 3 6 [.355 5 |14 |2.26 8 |12 |5.16 10 | 70 /441
1.5]14 [.195 3 8 |.466 5 |16 [2.57 8 |14 |5.95 10 | 80(50.3
15|16 [.224 3 10 |.577 5 | 18 |2.88 8 |16 |6.74 10 | 90 [56.5
2 4 |.105 3 12 |.688 5 |20 [3.91 8 |18 [7.53 10 [100 |62.7
2 5 1.130 3 14 |.799 5 |24 |3.80 8 |20 [8.31 12 | 14|13.8
2 6 |.155 3 16 [.910 5 | 28 (4.42 8 |24 19.89 12 | 16 [15.6
2 8 1.203 3 18 [1.02 5 |32 |5.03 8 |28 [11.5 12 | 18(17.4

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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DIN 7
ISO 2338

Dowel Pins (m6 Tolerance)
Pernos cilindrico
Goupilles cylindriques

d1/m6I o

A2

A4

dim6 (08 1 [ 1.5 2.5

NN

2.5

e8] [98)

INFS

(631 [8) ]

] [}

Cmax. 012 015|023 03 | 0.4

0.6

0.75

0.9

12 | 20|19.2
12 | 24(22.8
12 | 28(26.4
12 | 32|30.0
12 | 36|33.6
12 | 40|37.2
12| 45[41.7
12 | 50]46.2
12 | 60|55.2
12 | 70641
12 | 80|73.0
12 | 90 82.1
12 [100]91.0

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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