DIN 7971
ISO 1481

Slotted Pan Head Tapping Screws AD
Pijas cabeza fijadora ranurada Ad
Vis a tole a téte cylindrique avec fente

Type C T K
"’ "f " AP ¢ W“‘"

d 22 129135/ 39 42|48 | 5.5 | 6.3
d(UsS. equv)| #2 | #4 | #6 | #7 | #8 | #10 | #12 | 1/4

dz 42 | 56 6.9 7.5 8.2 9.5 | 10.8 | 12.,5
k max. 135 (175 | 21 | 225 | 245 | 2.8 3.2 | 3.65
k min. 1.15| 1.5 | 1.85 2 215 | 25 | 285 | 33
n 0.6 | 0.8 1 1 1.2 1.2 1.6 1.6

2.2 6.5 |.210 3.9|19 [1.67 4.8 | 25|3.40 6.3| 19]5.40
2.2 9.5 |.274 3.9 |22 |1.86 4.8 | 32]4.10 6.3 | 22(5.94
22| 13 |.344 3.9 |25 |2.05 4.8 | 384.70 6.3 | 25(6.48
2.2 | 16 |.404 3.9 |32 [2.49 4.8 | 45|5.40 6.3 | 32|7.74
2.2 | 19 |.464 3.9 | 38 |2.87 4.8 | 505.90 6.3 | 38/8.82
2.2 | 22 |.524 3.9 | 45 |3.31 4.8 | 606.90 6.3 | 45(10.1
2.2 | 25 |.584 3.9 | 50 |3.62 4.8 | 70|7.90 6.3| 50|11.0
2.9 | 6.5 |.424 3.9 | 60 [4.25 4.8 | 808.90 6.3 | 60[12.8
2.9 [9.5 .532 4.2 |19.5 [1.26 4.8 | 909.90 6.3| 70|14.6
2.9 | 13 |.658 4.2 | 13 [1.50 4.8 |100 [10.9 6.3 | 80|16.4
2.9 | 16 |.766 4.2 16 |1.71 5.5 | 13]2.95 6.3| 90|18.2
29| 19 |.874 4.2 |19 [1.92 5.5 | 16|3.34 6.3 1100 20.0
2.9 | 22 |.982 4.2 | 22 |2.13 5.5 | 193.73
2.9 | 25 [1.09 4.2 |25 |2.34 55| 22 |4.12
3.5 [6.5 |.690 4.2 |32 |2.83 5.5 | 25|4.51
3.5 9.5 |.840 4.2 | 38 |3.25 5.5 | 32|5.42
3.5 | 13 [1.02 4.2 | 45 |3.74 5.5 | 38|6.20
3.5| 16 [1.17 4.2 | 50 4.09 5.5 | 45|7.11
3.5| 19 1.32 4.2 |60 |4.79 5.5| 507.76
3.5| 22 1.47 4.2 |70 |5.49 5.5 | 609.06
3.5 | 25 |1.62 4.2 | 80 6.19 55| 70|10.4
3.5| 32 [1.77 4.8 |19.5 [1.85 5.5 | 80|11.7
3.5 | 38 |2.07 4.8 | 13 |2.20 5.5 | 90(13.0
3.9 |9.5 [1.07 4.8 | 16 |2.50 5.5 /100 |14.3
3.9 | 13 1.29 4.8 19 |2.80 6.3 | 13/4.32
3.9 | 16 |1.48 4.8 | 22 |3.10 6.3 | 16]4.86

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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