DIN 7976

ISO 1479

/BRIN(SEN,

Hexagon Head Tapping Screws AD
Pijas cabeza hexagonal Ad
Vis a tole a téte six pans
Type C :

wel ey i

J:—\w \ [ J SR
k QL S
d 22 129 1 3513942 | 48 | 5.5 | 6.3 8

d (U.S. equiv)| #2 #4 #6 #7 #8 #10 | #12 1/4 | 5/16

€ min. 3.41 | 545 6 7.66 | 7.66 | 879 | 8.79 |11.05|14.38

k 1.3 1.5 2.3 2.3 2.8 3 4 4.8 5.8

S 3.2 5 55 7 7 8 8 10 13

d| LW d LW d LW d LW d LW
2.2 9.5 |.230 3.9 |13 [1.29 4.8 | 22|2.90 5.5 /100 [14.0 8 | 50 [18.7
2.2 | 13 |.310 3.9|16 [1.48 4.8 | 25|3.19 5.5 [110|15.3 8 | 60 [20.2
2.2 | 16 |.370 39|19 [1.67 4.8 | 32(3.88 5.5120(16.6 8 |70 |21.7
2.2 | 19 [.430 3.9 | 22 [1.87 4.8 | 38|4.46 6.3| 13[4.25

2.2 | 22 [.490 3.9 | 25 |2.06 4.8| 45|5.16 6.3| 16(4.77

2.2 | 25 |.550 3.9 32 |2.50 4.8 | 50|5.66 6.3| 19]5.30

2.9 19.5 .430 3.9 38 |2.88 4.8 | 60(6.66 6.3 | 22|5.82

2.9 | 13 |.550 3.9 |45 [3.33 4.8| 70|7.66 6.3| 25(6.35

2.9 | 16 |.660 3.9| 50 [3.64 4.8 | 80(8.66 6.3| 32|7.57

2.9 | 19 [.760 3.9| 60 4.27 4.8 | 90(9.66 6.3 | 38|8.63

2.9 | 22 |.850 4.2 9.5 [1.29 4.8 |100(10.7 6.3 | 45(9.89

2.9 | 25 |.970 42|13 [1.54 4.8 |110|11.7 6.3 | 50|10.8

2.9 | 32 [1.21 4.2 |16 [1.76 4.8 [120(12.7 6.3| 60(12.6

2.9 | 38 [1.42 42|19 1.97 5.5| 13|2.72 6.3| 70|14.4

2.9 | 45 [1.67 4.2 |22 2.19 5.5| 16(3.09 6.3| 80(16.3

3.5 /9.5 [.740 4.2 | 25 |2.40 5.5| 19(3.48 6.3 | 90|18.1

3.5 | 13 [.920 4.2 | 32 |2.91 5.5| 22|3.86 6.3 [100(19.9

3.5| 16 [1.08 4.2 | 38 |3.35 5.5| 25(4.25 6.3 |110(21.7

3.5]| 19 [1.23 4.2 | 45 |3.86 5.5| 32|5.14 6.3 [120(23.5

3.5 | 22 |1.38 4.2 | 50 4.22 5.5 | 38(5.90 8 16| 8.5

3.5 | 25 [1.54 4.2 | 60 |4.95 5.5| 45|6.81 8 19194

3.5 | 32 [1.91 4.2 | 70 |5.68 5.5| 50(7.46 8 2210.3

3.5 | 38 [2.23 4.8 9.5 [1.70 5.5| 60(8.76 8 25(11.2

3.5 | 45 |2.61 4.8 | 13 |2.02 5.5| 70|10.1 8 32|13.3

3.5 | 50 |2.87 4.8 | 16 |2.32 5.5| 80(11.4 8 38[15.1

3.9 19.5 [1.08 4.8 | 19 |2.61 5.5| 90|12.7 8 45 |17.2

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
— 48 — Brikksen Incorporated 1-800-962-1614






