DIN 933

ISO 4017

/BRIN(SEN,

Hex Cap Screws, Fully Threaded
Tornillos hexagonal cuerda corrida
Vis a téte six pans, ent. filetés

=k

A2
A4

d M3 M4 | M5 | M6 | M8 | M10 | M12 | M14 |M16 | M18 | M20
a 1.5 2.1 2.4 3 3.75 | 45 | 5.25 6 6 7.5 7.5
€ min. 6.01 | 766 | 8.79 |11.05]14.38| 18.9 | 21.1 | 24.49|26.75|30.14 | 33.53
K min. 1.88 | 268 | 3.35 | 3.85 | 5.15 | 6.22 | 7.32 | 8.62 | 9.82 |11.28| 12.28
S 5.5 7 8 10 13 17 19 22 24 27 30
pitch .50 .70 .80 1.0 1.25 |1 150 | 1.75 | 2.0 2.0 2.5 2.5
d LW d LW d LW d LW d LW
M3| 6 (057 M5 | 12 |2.87 M6 | 45(10.1 M 8| 7028.2 M10{100/61.3
M3 | 8 |0.66 M5 | 14 |3.12 M6 | 50(11.0 M 8| 75(29.8 M10{110/66.4
M3 | 10 |0.75 M5 | 16 |3.37 M6 | 55|11.9 M 8| 80(31.4 M10({120(71.4
M3 | 12 |0.84 M5 | 18 |3.62 M6 | 60|12.7 M 8| 90(34.6 M10/130(76.4
M3 | 16 [1.00 M5 | 20 |3.87 M6 | 70|14.4 M 8100 |37.7 M10/140(81.4
M3 | 20 |1.18 M5 | 22 |4.12 M6 | 75|15.3 M 8110 (40.9 M10|150(86.4
M3 | 25 [1.40 M5 | 25 |4.49 M6 | 80|16.2 M 8/120 [44.0 M12| 16(27.7
M3 | 30 [1.61 M5 | 30 |5.11 M6 | 90(17.9 M 8{130 (471 M12| 20(31.0
M3 | 40 (1.83 M5 | 35 |5.73 M6 [100|19.7 M 8140 |50.3 M12| 25(34.1
M3 | 50 [2.04 M5 | 40 |6.35 M6 (110 |21.4 M 8|150 [53.5 M12| 30(37.7
M4 | 6 [1.33 M5 | 45 |6.99 M6 |120|23.2 M10| 12(17.2 M12| 35(41.3
M4 | 8 [1.49 M5 | 50 |7.59 M8 | 10[9.10 M10| 16(19.2 M12| 40(44.9
M4 | 10 [1.64 M5 | 55 |8.21 M8 | 12]9.80 M10| 18|20.2 M12| 45/48.5
M4 |12 (1.80 M5 | 60 |8.83 M8 | 14|10.5 M10| 20|21.2 M12| 50/52.0
M4 |16 [2.10 M5 | 70 [10.1 M8 | 16|11.1 M10| 25|23.7 M12| 55|55.6
M4 | 18 |2.25 M6| 8 |3.74 M8 | 18(11.7 M10| 30[26.2 M12| 60(58.2
M4 | 20 [2.41 M6 | 10 |4.08 M8 | 20|12.3 M10| 35(28.7 M12| 65(62.8
M4 | 25 |2.80 M6 | 12 |4.42 M8 | 22(12.9 M10| 40(31.2 M12| 70(66.4
M4 | 30 |3.19 M6 | 14 |4.76 M8 | 25(13.9 M10| 45|33.7 M12| 80|73.6
M4 | 35 [3.57 M6 | 16 |5.11 M8 | 30|155 M10| 50(36.2 M12| 90/80.8
M4 | 40 (3.96 M6 | 18 |5.45 M8 | 35(17.1 M10| 55(38.7 M12{100/88.0
M4 | 45 |4.34 M6 | 20 |5.80 M8 | 40(18.7 M10| 60 [41.3 M12|110(95.2
M4 | 50 |4.73 M6 | 22 |6.15 M8 | 45|20.3 M10| 65 [43.8 M12|120|102
M4 | 60 |5.50 M6 | 25 |6.65 M8 | 50(21.8 M10| 70 |46.3 M12/130| 109
M5| 6 (2.18 M6 | 30 |7.51 M8 | 55|23.4 M10| 75(48.8 M12{140|116
M5| 8 (2.38 M6 | 35 |8.37 M8 | 60|25.0 M10| 80(51.3 M12|150| 123
M5 | 10 [2.63 M6 | 40 9.23 M8 | 65|26.6 M10| 90 |56.3 M14| 20/48.0
(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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/BRIN(SEN,

Hex Cap Screws, Fully Threaded
Tornillos hexagonal cuerda corrida
Vis a téte six pans, ent. filetés

DIN 933

ISO 4017

A2
A4

d M22 | M24 | M27 | M30 | M33 | M36 | M39 | M42 | M45 | M48 | M52
a 7.5 9 9 105 | 10.5 | 12 12 1135|135 | 15 15
emin. | 35.72[39.98|45.20 | 50.85|55.37 | 60.79 | 66.44 | 71.3 | 76.95|82.60 | 88.25
K min. 13.7814.78 | 16.65 | 18.28 | 20.58 | 22.08 | 24.58 | 25.58 | 27.58 | 29.58 | 32.5
s 34 36 41 46 50 55 60 65 70 75 80
pitch 2.5 3 3 3 3.5 4 4 45 | 45 5 5
d LW d LW d LW d LW d LW
M14| 25)53.0 M16| 80144 M20| 30/134 M22/110 | 371 M27|100]| 569
M14| 30|57.9 M16| 85150 M20| 35145 M22|120 | 397 M27|110| 608
M14| 35/62.9 M16| 90157 M20| 40155 M22|130 | 421 M27|120| 647|
M14| 40|67.9 M16(100 | 170 M20| 45165 M22|140 | 448 M27|130| 685
M14| 45|72.9 M16(110 | 184 M20| 50176 M22|150 [473 M27|140| 724
M14| 50|77.9 M16]120 | 197 M20| 55186 M24| 50 (274 M27|150| 762
M14| 55|82.8 M16]130 | 210 M20| 60196 M24| 55289 M30| 60| 543
M14| 60|87.8 M16|140 | 224 M20| 65207 M24| 60304 M30| 65| 566
M14| 65)92.8 M16 (150 | 237 M20| 70217 M24| 65319 M30| 70| 590
M14| 70|97.9 M18| 30|104 M20| 75227 M24| 70 |334 M30| 80| 637
M14| 80107 M18| 35|112 M20| 80238 M24| 75 |348 M30| 90| 685
M14| 90117 M18| 40|120 M20| 90258 M24| 80|363 M30|100| 732
M14|100|127 M18| 45|128 M20/100 | 279 M24| 85|378 M30/110| 779
M14|110137 M18| 50136 M20/110 | 300 M24| 90393 M30/120| 827|
M14|120| 147 M18| 55|145 M20/120 | 320 M24|100 |423 M30|130| 874
M16| 20|63.5 M18| 60|153 M20|130 | 340 M24(110 |453 M30|140| 921
M16| 25|70.2 M18| 65161 M20/140 | 361 M24|120 |483 M30|150| 969
M16| 30|76.9 M18| 70|169 M20/150 | 381 M24|130 |513 M33| 70| 746
M16| 35|83.5 M18| 75177 M22| 50219 M24|140 | 543 M33| 80| 806
M16| 40/90.2 M18| 80|186 M22| 55232 M24|150 | 572 M33| 90| 866
M16| 45)97.1 M18| 90 |202 M22| 60244 M27| 50377 M33|100| 920
M16| 50103 M18/100 | 218 M22| 65257 M27| 55 |397 M33|110| 978
M16| 55|110 M18]110 | 235 M22| 70269 M27| 60416 M33|120 1040
M16| 60117 M18|120 | 251 M22| 75282 M27| 65435 M33| 1301090
M16| 65|123 M18|130 | 268 M22| 80295 M27| 70454 M33| 1401150
M16| 70|130 M18]140 | 284 M22| 90321 M27| 80[492 M33|150(1210
M16| 75/137 M18]150 | 300 M22/100 | 346 M27| 90 |531 M36| 80| 990

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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DIN 933
ISO 4017

Hex Cap Screws, Fully Threaded
Tornillos hexagonal cuerda corrida
Vis a téte six pans, ent. filetés

d M22 | M24 | M27 | M30 | M33 | M36
a 7.5 9 9 10.5 | 10.5 | 12
emin. | 35.72]39.98 | 45.20 | 50.85 | 55.37 | 60.79
K min. 13.78 |14.78 | 16.65 | 18.28 | 20.58 | 22.08

pitch 2.5 3 3 35 | 35 4

M36| 90 (1060
M36|100 1140
M36 (110 (1200
M36 | 120 [1260
M36 130 (1330
M36|140 (1400
M36|150 (1470

(W ~ Weights of standard sizes in kilograms per 1000 pieces)
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